HEALTH & SAFETY INFORMATION

PRELIMINARY PLAN ONLY.
SUBJECT TO FURTHER
REVISION AND CONSULTATION

False one-street. To remain as a two
way road with entry at the south end
prohibited (except for cycles).
Vehicles can exit at the south or turn
around and return to the north end
of road.

CONSTRUCTION, MAINTENANCE, OPERATION,
DECOMMISSIONING AND DEMOLITION PHASES
1.

2.

Priority of travel changed, centre line to Diag. 1004.
Give way markings (Diag. 1003)
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3.

Carriageway raised to footway level
to create a continuous 2.5m wide
crossing for pedestrians and cyclists.
Refer to standard drawing 7/5.

New illuminated post on both sides of
Lollabury Road "Two way traffic" (Diag. 522) facing
northbound traffic,
"No Entry" (Diag. 606) on reverse side of
post.

Kerb radii on junction mouth reduced to
shorten pedestrian/cyclist crossing
distance.
New F2 footway area: 25m²
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"Proceed right" sign (Diag 606)
on new illuminated 76mm post.

4.

This drawing shall be read in conjunction with the
Pre-Construction Information and any existing Health and
Safety File(s) produced.
In preparation of the construction method statements
consideration should be given to the close proximity of any
structures that may be affected by construction.

© This drawing is Copyright. It should not be relied on
or used in circumstances other than those for which it
was originally prepared and for which Cornwall Council
was originally commissioned. Cornwall Council accepts
no responsibility for this drawing to any party other than
the person(s) by whom it was commissioned.
NOTES:
1.
2.

All dimensions are in metres unless otherwise stated.
Do not scale from this drawing.

Key:

The contractor shall refer to statutory undertakers' layout
drawings and identify locations of existing overhead and
underground services prior to carrying out excavation
works.

Existing footway

Refer to the designer's risk register and the works
information for full details of the residual risks associated
with this work. Significant residual risks are listed here and
referenced on the drawing:

New footway in existing verge

New footway in existing carriageway

New footway over existing private drive
Carriageway strip widening
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New grass verge

"One way traffic"
sign (Diag. 652) on new
illuminated 76mm post.

Edge of carriageway hatching
(Diag. 1040.4)

Existing footway widened to 2.5m
into grass verge and private drives.
Total new F2 footway area: 23m²

New build out with hazard
marker post to protect parkings
bays.

6.15

HB2 kerb
Dropped BN kerb
Transition kerb
Concrete edging
Bus boarder kerb
Transition bus boarder kerb
Corduroy paving

Existing footway widened to 2.5m
for shared-use.
Total area of new F2 footway: 59m².
Gullies to move: 3

Tactile paving
New signage location
Bollard

300mm 'Shared Use'
repeater signs (Diag. 956) to be
attached to street lighting column.

New cycle stand
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Relocated bus shelter

Traffic island. Concrete infill.

Existing on-street parking
to be retained. Parking bay markings
(Diag. 1028.4) to be realigned.
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Carriageway raised to footway level
to create a continuous 2.5m wide
crossing for pedestrians and cyclists.
Refer to standard drawing 7/5.

Existing bus stop
markings to be retained.
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600mm Give way sign (Diag. 602),
and mini-roundabout sign (Diag
611.1). To be sited on existing
lighting column, x-light to be added.
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Centre line markings (Diag.
1004) realigned to centre of new
carriageway
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Overrunnable traffic islands.
SP kerbs with 75mm upstand.

Existing footway widened
to 2.5m for shared-use.
Total area of new F2
footway: 260m².
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Double yellow lines
(Diag. 1018.1)

for cyclist access.
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5.0
450mm 'Shared Use' sign (Diag.
956) and 'Cyclists Rejoin
Carriageway' sign (Diag. 966 sited)
on new 76mm post.
Footway to be continued
over car park access to give egress
to pedestrians. Flush with adjacent carriageway.
Area: 20.9m²

General Arrangement (Sheet 3 of 3)
Church Road to Longstone Park
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Ladder and tramline tactile paving
at segregated route extents.
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DRAWING TITLE:

SCALE:
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Remove tactile paving and
replace with herringbone block
paving to match and tie in with
existing adjacent paving.
Area: 7.75m²

Saltash Walking & Cycling Phase 1b

5

Give way markings
(Diags. 1003 and 1023)

Corduroy paving at shared
use route extent

0

Remove tactile paving and
replace with footway.
Area: 6.5m²

Footway to be continued
over car park access to give egress
to pedestrians. Flush with adjacent carriageway.
Area: 15.9m²

PROJECT TITLE:

Location of existing metal WPD pole. Solid
white line 100mm wide to segregate
pedestrians and cyclists, 1.2m either side
of pole.
New dropped kerb
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1.80

Kerbline set back in to existing verge
to accommodate widened footway on
north side of the road, and keep
6.5m carriageway width.
100m length, 64m² of new carriageway
construction.

4.5

Remove tactile paving and
replace with footway.
Area: 8.2m²

Renew 'School Keep
Clear' markings
(Diag. 1027.1)

5

600mm mini-roundabout
sign (Diag. 611.1) on new
illuminated post.

RADNOR ROAD
SCORRIER
CORNWALL TR16 5EH
www.cormacltd.co.uk
01872 323 313

Proposed build out to narrow
carriageway for priority give-way.
Eastbound vehicles will give way.
Illuminated bollard with 'Keep right'
sign (Diag. 610).
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New zebra crossing with
belisha beacons (Diag. 4007).
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SOLUTIONS

600mm Give way sign (Diag. 602)
sited on new illuminated post

2.5

Take down and dispose of existing "Give
way" sign, replace with 600mm
mini-roundabout sign (Diag. 611.1) on
existing illuminated post.

Kerbline to be set back.
4.5m² new carriageway
construction.

2.8

Ghost island removed due to carriageway
width being reduced by shared-use path on
north side. Mini-roundabout to figure 6-3 of
Traffic Signs Manual Chapter 5.
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300mm 'Shared Use'
repeater signs (Diag. 956) on new
post.

6.5

CUT

Kerbline set back in to existing footway
to accommodate widened footway on
north side of the road, and keep
6m carriageway width.
58m length, 14m² of new carriageway
construction.

Pedestrian refuge and tactile paving
moved further east on Callington Road,
road markings changed to Figure 2-12
of Traffic Signs Manual Chapter 5
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Reposition Give way markings.
To figure 3-5 of Traffic Signs
Manual Chapter 3.
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Centre line markings
(Diag.1004) realigned to centre
of new carriageway
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600mm "No entry" signs (Diag.
606) with "Except cycles" plate on
new illuminated posts.

Flat top road hump
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Existing footway widened to 2.5m
into carriageway for shared-use.
Total new F2 footway area: 45.5m²
Gullies to move: 2

Existing grass verge

Kerb radii on junction mouth reduced to
shorten pedestrian/cyclist crossing
distance.
New F2 footway area: 47.8m²

2.50

2.50

0
.0
6
R

PROJECT MANAGER: AU

DRAWN BY: AK

CHECKED: AU

APPROVED: JHJ

04/07/19

05/07/19

DRAWING NO:
PROJECT

EDG1696

| ORIGINATOR

-

TYPE

DE

CSL

| VOLUME

-

| ROLE

-

D

HGN

| LOCATION

-

SX418591

| NUMBER

-

0003

PROJECT REF.:

DRAWING STATUS:

EDG1696

Preliminary

SUITABILITY:

REVISION:

S3

P01

Plot Date: 4 July 2019

-

